
ASSEMBLY
REPLACEMENT PARTS

BOLT TORQUE
SPECIFICATIONS

Size Grade Torque
1/2” 5 75 ft/lbs.
3/4” 5 290 ft/lbs.

STANDARD BOLTS:

12-11
AC20067,rev1

READ complete manual CAREFULLY 
BEFORE attempting operation.
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PH: (712) 725-2311 • Toll Free: 1-800-543-3626 • FAX: (712) 725-2380 or 1-800-845-6420

www.demco-products.com

Please order replacement parts by PART NO. and DESCRIPTION.

Ford Genesis
8670, 8770, 8870, 8970

Buhler
21454, 2160, 2180, 

2210

REF.
NO.

PART
NO. DESCRIPTION

 1. 10052-35 1 Spacer Assembly
 2. 12059-35 1 Left Baseplate for Sidequest 
 3. 12060-35 1 Right Baseplate for Sidequest
 4. 02389 8 3/4” NC x 5.00 Gr.5 Hex Bolt
 5. 00482 8 1/2” NC x 1.75 Gr.5 Hex Bolt 
 6. 00084 8 1/2” Lockwasher
 7. 00083 8 1/2” NC Hex Nut
 8. 02425 8 3/4” NC Hex Nut
 9. 00254 8 3/4” Lockwasher

QTY.

Rear of Tractor

Front of Tractor

1

6 97 8

2

3

4

5

4

5

9
8

5
5

4
4


