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5/16-18 Tapped Hole

TOOL/CAVITY ID 
MARKER ON SURFACE

 .75±.05 

 .25 

 .25 

A

B

B

C

D

REV. DESCRIPTION DATE DFTM

A CHANGE LETTERING FROM EMBOSSED TO 
INDENTED 3/19/2013 JK

B CHANGE HOLE FROM .459 TO .500 & .313 NF TO 
.313 NC THREADS 5/8/2013 JK

C MORE ALLOWANCE ON THICKNESS TIGHTER 
TOLLERANCE ON HOLE FOR MATCH FIXTURE 1/15/2014 JK

D CHANGE HOLE TOLLERANCE FOR FIXTURE PIN 1/27/2015 GB

E REMOVED PATENT PENDING 1/17/2017 JK

DRAWN BY DATE
JK 01/15/13

DATEAPPOV. BY
RE 04/26/22

WEIGHT

VOLUME
8.68

SCALE

1:2
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JAW HOOK
DRAWING.  NO.
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REV

E

MATERIAL:

.X     = .060     .XXX = .010 NON-MACHINED

.XX   = .030     .XXX = .005 MACHINED

THIRD ANGLE 
PROJECTION4010 320TH STREET BOYDEN, IOWA 51234

TOLERANCES

UNLESS OTHERWISE 
SPECIFIEDALL DIMENSIONS

ARE IN INCHES

DESCRIPTION

2.45

THE DRAWING AND ALL INFORMATION 
THERE ON ARE THE PROPERTY OF

MIN. MACHINE SURFACE  250
BREAK ALL SHARP EDGES BEND AND DRAFT  1°

FORGED 1045

*67395*
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